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FL96 Evo

Fire prevention
Electrically powered 
free-swing door closer

Can be fitted to all types of doors, up to 60 kg in weight and 950 mm in width.

Door closer adjustments: closing speed, relocking.

FL96 EVO  

FL96 evo dual voltage 24-48Vdc - fail secure mode  379964  1 - 1
FL96 evo dual voltage 24-48Vdc - fail secure mode with   
contact of position (door position: open/closed) 379965 1 - 1
Arm extension kit 2 positions  379970  1 - 1

TECHNICAL SPECIFICATIONS  

 Force of door closer 3
 Valve 1 on door closer Thermo-constant closing speed
 Valve 2 on door closer Relocking
 Compliance EN1155:1997+A1:2002+AC:2006

& EN1154:1996+A1:2002+AC:2006 3 | 8 | 3 | 1 | 1 | 0 |
 Compliance EN1634 Suitable for fire/smoke resistant doors
 Opening angle 105° (hinges side) or 160° with accessory
 Safety valve Included
 Type of arm Free arm
 Condition for the use Operational safety and comfort from -15°C to +40°C
 Dimensions 380 x 63 x 53 (mm)
 Product weight 3.36 kg
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FL96 Evo
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Fire prevention
Electrically powered 
free-swing door closer

Technical drawings available in the instruction manual

Waiting 

position

Active 

position

Space reserved for concealed power supply input

To preserve opening angle of 105°, dimension “X” 
can change according to door dimension
(“X” common = 43mm)

1st configuration: right angle arm 2nd configuration: long arm

Versions/accessories:
• Version standard.
• Version with contact of position.
• Arm extension kit 2 positions: (pieces you need to     
   add to standard arm of FL96 evo)
   - 1st configuration: right angled arm, useful when      
     there is a wall perpendicular and very close to the     
     door.
   - 2nd configuration: long arm, useful when you want      
    to increase maximum opening angle to 160°.

Features:
• Full cover in waiting position. Brushed aluminium finish.
•  Closing speed adjustable by valves.
•  Closing time adjustment steady and reliable.
•  2 possibilities for power supply input.: either on the top or directly inside. 
•  Automatic electronic card with dual voltage 24-48Vdc including connection with pluggable terminal block 

directly inside the product.
•  Concealed fixing.
•  Non-handed, even with both configuration of arm extension kit 2 positions.
•  Contact of position in free potential to know if the door is closed and if the arm is always 
   in waiting position (C, NO, NC).
•  2 years warranty.

Application:
• Device which leaves door totally free in 
   normal condition.
• In case of fire detection, fire detector or fire alarm  
   panel blocks the door by failure of power supply. 
• The electromagnet releases the arm which,   
   thanks to the wheel, closes completely the door  
   whatever its position.

Application field:
• For single action door supplied
• Non handed (in DIN right)
• For fire resistant door
• Product installation always on frame, in pull side
• Door width max.: 950mm
• Door weight max.: 60kg
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SL2000 adjustable

Fire prevention
Door co-ordinator

TECHNICAL SPECIFICATIONS  

Force of door closer  Depending on article, either force 3, force 2-4 or force 3-5
Valve 1 (on door closer) Thermo-constant closing speed
Valve 2 (on door closer) Relocking
Valve 3 (on door closer) Backcheck (only with IS115 and IS315)
Valve 4 (on door closer) Delayed closing action (only with IS315)
Compliance EN 1154 4 | 8 | 3 | 1 | 1 | 3 | or 4 | 8 | 2 / 4 | 1 | 1 | 3 | or 4 | 8 | 3 / 5 | 1 | 1 | 3 |
Compliance EN 1158 3 | 5 | 3 / 5 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke doors
Condition for the use Operational safety and comfort from -15°C to +40°C
Slide channel dimensions SL2000 : 42.6 x 36.5 x 1900 ou 2200 ou 2500 (mm)
Hinge clearance minimum 1250 (mm)
Finish Silver

C
ode

ANTI-VANDALISM

Supplied with 2 door closers

SL2000

SL2000 with door closer IS65 force 3 (For leaves width of 950 mm maximum) 379883N3

SL2000 with door closer IS115 force 2-4 (For leaves width of 1100 mm maximum) 379883N4

SL2000 with door closer IS315 force 3-5 (For leaves width of 1250 mm maximum) 379883N5

Silver

Colour:
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EN 1158
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Features:
• Non-handed installation on pull side
• Middle part is adjustable according to hinge clearance dimension.
(into the limit of door closer force).
• Door closer with ISEO design and closing speed adjustable per valves. 
• All devices are included in aesthetical slide channel.
• Especially recommended for public building (school, hospital, offi ce..)
• Closing time adjustment steady and reliable.
• 2 years warranty.

SL2000 adjustable

Fire prevention
Door co-ordinator

Application:
• When both leaves are open, active leaf will be stopped around 30° during the closing step.
   The active leaf will start again when passive leaf will be completely closed.
• To ensure the good closing order in all case, the addition of one DS90 is strongly adviced.

Application field:
• For double leaves with single action
• For fire resistant door
• Installation on pull side
• Door width max.: 1250 mm
• Door weight max.: 120 kg.

TOTAL LENGTH = HINGE CLEARANCE + 60

HINGE CLEARANCE = 1250 MINIMUM
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SP81

Fire prevention
Door co-ordinator

SP 81

SP 81 painted, long arm length of 125 mm 387803

SP 81 nickelled, long arm length of 125 mm 387804

SP 81 big model, painted, long arm length of 175 mm 387807 

SP 81 big model, nickelled, long arm length of 175 mm 387808

SP 81 very big model, painted, long arm length of 250 mm 387805

SP 81 very big model, nickelled, long arm length of 250 mm 387809

DS90 Security device (anti-mishandling) mandatory for EC marking 387815

C
ode

Finishes: 

Silver painted or nickelled

Non-handed

For double leaves and suitable on fi re door, it ensures active leaf is still closed after passive leaf.

TECHNICAL SPECIFICATIONS 

Compatibility All door closer with force 3 or 4
Compliance  EN 1158 3 | 5 | 4 / 3 | 1 | 1 | 3 |
Opening Not influence the opening angle of door closer

Type
In U shape with 2 wheels which ensure the correct sequence of 
door closing without any door damage.

Installation  Pull side

Long arm dimensions  
387803 = 125 mm - 387807 = 175 mm - 387805 = 250 mm 
387804 = 125 mm - 387808 = 175 mm - 387809 = 250 mm

Product weight 387803 = 0,520 kg - 387807 = 0,560 kg - 387805 = 0,640 kg
387804 = 0,520 kg - 387808 = 0,570 kg - 387809 = 0,650 kg

Wheel height position Adjustable
Wheel of long arm lower position 125 mm = 10 mm - 175 mm = 20 mm - 250 mm = 36 mm

Active leafPassive leaf
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vantail semi-fixe

le vantail semi-fixe
se referme sous

l'effet du ferme-porte.

Action d'un usager

le vantail de service
est maintenu ouvert
par le sélecteur.

vantail de service
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Fire prevention
Door co-ordinator

DS90

DS90 Security device (anti-mishandling) mandatory for EC marking 387815

Non-handed

•Anti-mishandling device.
• Mandatory on fi re door where door 
coordinator is installed.

• This accessory ensure the good 
closing order in all case.

Passive leaf Active leaf

User action

Active leaf is held open
with door coordinator

Passive leaf is closed
do to door 
closer action

to 222 at 272

DS90 for SL2000 and SP81
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IS315

Door closers
PERFORMANCE

Colours:

Silver

White

Black
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TOP QUALITY

Can be fitted to all types of doors, up to 120 kg in weight and 1250 mm in width.

Adjustment: closing speed, relocking or silent closing, backcheck, delayed closing action.

IS315 SLIDING ARM  

IS315 force EN 3-5 - finish: silver  377150033  1 - 1
IS315 force EN 3-5 - finish: white RAL9016  377150034  1 - 1
IS315 force EN 3-5 - finish: black RAL9005  377150035  1 - 1
IS315 RV force EN 3-5 - finish: silver  377150133  1 - 1

TECHNICAL SPECIFICATIONS  

Force 3 - 5
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 Backcheck (BC)
Valve 4 Delayed closing action between 140° and 75° (DC)
Force adjustment Using BTR screw
Compliance EN1154 4 | 8 | 5 / 3 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180° (hinges side)
Safety valve Included
Type of arm Sliding arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 302 x 74 x 51,5 (mm)
Product weight 3,4 kg



EN 1154

7-21

IS315

IS315

IS315 RV

Door closers
PERFORMANCE

Versions/accessories:
• Standard colours: silver, white and black.
• IS315 RV (silver only) door leaf installation opposite hinge side.
• Accessories:
   - Cushioned limit stay: CLS 370032000 (only one item for every slide channel of our range IS...).
   - Adjustable hold open device: HOD 370031000 (only one item for every slide channel of our range IS...).
   - Mounting plate.

Features:
• Full cover with new design ISEO protecting every adjustment valves.
•  Closing and opening speed adjustable by valves present on the front of the device allowing an easy 

adjustment.
•  Door closer with delayed closing action as standard, adjustable by valve, to allow a delayed closing time 

as by customer needs. Useful for buildings where a longer passage through the doorway is required (for 
persons and goods).

•  Door closer with backcheck as standard, adjustable by valve, for outwards opening doors ensuring a con-
trolled opening to protect door and wall against wind effect.

•  Concealed fi xing.
•  Low resistance during door opening.
•  Anti-vandalism arm.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal doors and doors opening outwards
• For single action door
• Non-handed for mounting on door or on frame (right or left opening)
• For fi re resistance door and smoke proof door
• For every type of door set material (wood, aluminium, steel, etc.)
• Door width max. 1250 mm
• Door weight max. 120 kg.

Technical drawings available in the instruction manual
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IS310

Door closers
PERFORMANCE

TOP QUALITY

Can be fitted to all types of doors, up to 160 kg in weight and 1400 mm in width.

Adjustment: closing speed, relocking or silent closing, backcheck, delayed closing action.

 C
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IS310 STANDARD ARM  

IS310 force EN 3-6 - finish: silver  376100033  1 - 1
IS310 force EN 3-6 - finish: white RAL9016  376100034  1 - 1
IS310 force EN 3-6 - finish: black RAL9005  376100035  1 - 1

TECHNICAL SPECIFICATIONS  

Force 3 - 6
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 Backcheck (BC)
Valve 4 Delayed closing action between 140° and 75° (DC)
Force adjustment Using BTR screw
Compliance EN1154 4 | 8 | 6 - 3 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180°
Safety valve Included
Type of arm Standard arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 302 x 74 x 51,5 (mm)
Product weight 2,75 kg

Colours:

Silver

White

Black  
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IS310

Door closers
PERFORMANCE

Versions/accessories:
• Standard colours: silver, white and black.
• Accessories:
 -  Parallel arm bracket (PAB) installation opposite hinges with the body on the door. Equip with a 

standard door closer. The force changes from 2 to 5.
 - Mounting plate.

Features:
• Full cover with new design ISEO protecting every adjustment valves.
•  Closing and opening speed adjustable by valves present on the front of the device allowing an easy 

adjustment.
•  Door closer with delayed closing action as standard, adjustable by valve, to allow a delayed closing time 

as by customer needs. Useful for buildings where a longer passage through the doorway is required (for 
persons and goods).

•  Door closer with backcheck as standard, adjustable by valve, for outwards opening doors ensuring a con-
trolled opening to protect door and wall against wind effect.

•  Concealed fixing.
•  Low resistance during door opening.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal doors and doors opening outwards
• For single action door
• Non-handed for mounting on door or on frame (right or left opening)
• For fire resistance door and smoke proof door
• For every type of door set material (wood, aluminium, steel, etc.)
• Door width max. 1400 mm
• Door weight max. 160 kg.

Technical drawings available in the instruction manual
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IS155C
NEW

Can be fitted to all types of doors, up to 80 kg in weight and 1100 mm in width.

Adjustment: closing speed, relocking or silent closing, backcheck.

IS155C SLIDING ARM  

IS155C force EN 2-4 - finish: silver  37K150013  1 - 1
IS155C force EN 2-4 - finish: white RAL9016  37K150014  1 - 1
IS155C force EN 2-4 - finish: black RAL9005  37K150015  1 - 1

TECHNICAL SPECIFICATIONS  

Force 2 - 4
Technology Cam
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 Backcheck (BC)
Valve 4 -
Force adjustment Using BTR screw
Compliance EN1154 4 | 8 | 4 - 2 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180° (hinges side)
Safety valve Included
Type of arm Sliding arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 240x56x43 (mm)
Product weight 2,960 kg

 C
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Door closers
PERFORMANCE
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EN 1154

IS155C
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NEW

Versions/accessories:
• Standard colours: silver, white and black.
• Accessories:
   - Cushioned limit stay: CLS 370032000 (only one item for every slide channel of our range IS...).
   -  Adjustable hold open device: HOD 370031000 (only one item for every slide channel of our range IS...).
 

Features:
•  Closing and opening speed adjustable by valves present on the front of the device allowing an easy 

adjustment.
•  Door closer with backcheck as standard, adjustable by valve, for outwards opening doors ensuring a con-

trolled opening to protect door and wall against wind effect.
•  Concealed fixing.
• Cam technology offering extreme flexibility when opened.
•  Anti-vandalism arm.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal doors and doors opening outwards
• For single action doors
• Non-handed for mounting on door or on frame (right or left opening)
• For fire resistance doors and smoke proof doors
• For every type of door set material (wood, alu, steel, etc.)...
• Door width max. 1100 mm
• Door weight max. 80 kg.
• For doors with minimal opening effort.

Technical drawings available in the instruction manual

Door closers
PERFORMANCE
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IS115

Door closers
PERFORMANCE

Can be fitted to all types of doors, up to 100 kg in weight and 1100 mm in width.

Adjustment: closing speed, relocking or silent closing, backcheck.

IS115 SLIDING ARM  

IS115 force EN 2-4 - finish: silver  375150013  1 - 1
IS115 force EN 2-4 - finish: white RAL9016  375150014  1 - 1
IS115 force EN 2-4 - finish: black RAL9005  375150015  1 - 1
IS115 RV force EN 2-4 - finish: silver  375150113  1 - 1

TECHNICAL SPECIFICATIONS  

Force 2 - 4
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 Backcheck (BC)
Valve 4 -
Force adjustment Using BTR screw
Compliance EN1154 4 | 8 | 4 - 2 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180° (hinges side)
Safety valve Included
Type of arm Sliding arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 302 x 74 x 51,5 (mm)
Product weight 3,3 kg

Colours:

Silver

White

Black 
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IS115

IS115

IS115 RV

Door closers
PERFORMANCE

Versions/accessories:
• Standard colours: silver, white and black.
• IS115 RV (silver only) door leaf installation opposite hinge side.
• Accessories:
 - Cushioned limit stay: CLS 370032000 (only one item for every slide channel of our range IS...).
 -  Adjustable hold open device: HOD 370031000 (only one item for every slide channel of our ran-

ge IS...).
 - Mounting plate.

Features:
• Full cover with new design ISEO protecting every adjustment valves.
•  Closing and opening speed adjustable by valves present on the front of the device allowing an easy 

adjustment.
•  Door closer with backcheck as standard, adjustable by valve, for outwards opening doors ensuring a con-

trolled opening to protect door and wall against wind effect.
•  Concealed fi xing.
•  Low resistance during door opening.
•  Anti-vandalism arm.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal doors and doors opening outwards
• For single action doors
• Non-handed for mounting on door or on frame (right or left opening)
• For fi re resistance doors and smoke proof doors
• For every type of door set material (wood, alu, steel, etc.)...
• Door width max. 1100 mm
• Door weight max. 100 kg.

Technical drawings available in the instruction manual
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IS110

Door closers
PERFORMANCE

Can be fitted to all types of doors, up to 100 kg in weight and 1100 mm in width.

Adjustment: closing speed, relocking or silent closing, backcheck.

TECHNICAL SPECIFICATIONS  

Force 2 - 4
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 Backcheck (BC)
Valve 4 -
Force adjustment Using BTR screw
Compliance EN1154 4 | 8 | 4 - 2 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180°
Safety valve Included
Type of arm Standard arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 232 x 68 x 48,5 (mm)
Product weight 1,87 kg

Colours:

Silver

White

Black
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IS110 STANDARD ARM

IS110 force EN 2-4 - finish: silver 374100013 1 - 1
IS110 force EN 2-4 - finish: white RAL9016 374100014 1 - 1
IS110 force EN 2-4 - finish: black RAL9005 374100015 1 - 1

1 - 1
IS110 HOLD OPEN ARM

IS110 force EN 2-4 - finish: silver 374101013 1 - 1
IS110 force EN 2-4 - finish: white RAL9016 374101014 1 - 1
IS110 force EN 2-4 - finish: black RAL9005 374101015 1 - 1



EN 1154

7-29

IS110

Door closers
PERFORMANCE

Versions/accessories:
• Standard colours: silver, white and black.
• Version with standard arm and hold open arm.
• Accessories:
   -  Parallel arm bracket (PAB) installation opposite hinges with the body on the door. Equip with a standard 

door closer. The force change from 1 to 3.
   - Mounting plate.

Features:
• Full cover with new design ISEO protecting every adjustment valves.
•  Closing and opening speed adjustable by valves present on the front of the device allowing an easy 

adjustment.
•  Door closer with backcheck as standard, adjustable by valve, for outwards opening doors ensuring a con-

trolled opening to protect door and wall against wind effect.
•  Concealed fixing.
•  Low resistance during door opening.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal doors and doors opening outwards
• For single action doors
• Non-handed for mounting on door or on frame (right or left opening)
• For fire resistance doors and smoke proof doors
• For every type of door set material (wood, aluminium, steel, etc.)...
• Door width max. 1100 mm
• Door weight max. 100 kg.

Technical drawings available in the instruction manual
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IS65

Door closers
DESIGN

Colours:

Silver

White

Black  
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Can be fitted to all types of doors, up to 80 kg in weight and 950 mm in width.

Adjustment: closing speed, relocking or silent closing.

IS65 SLIDING ARM

IS65 force EN 3 - finish: silver 373150003 1 - 1
IS65 force EN 3 - finish: white RAL9016 373150004 1 - 1
IS65 force EN 3 - finish: black RAL9005 373150005 1 - 1

TECHNICAL SPECIFICATIONS  

Force 3
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 -
Valve 4 -
Force adjustment -
Compliance EN1154 4 | 8 | 3 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire/smoke resistant doors
Opening angle 180° (hinges side)
Safety valve Included
Type of arm Sliding arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 232 x 68 x 48,5 (mm)
Product weight 2,07 kg
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IS65

Door closers
DESIGN

Versions/accessories:
• Standard colours: silver, white and black.
• Accessories:
   - Cushioned limit stay: CLS 370032000 
   (only one item for every slide channel of our range).
   - Adjustable hold open device: HOD 370031000 
   (only one item for every slide channel of our range).
   - Mounting plate.

Features:
•  Full cover with new design ISEO protecting every adjustment valves.
•  Closing speed adjustable by valves present on the front of the device allowing an easy adjustment.
• Concealed fi xing.
•  Anti-vandalism arm.
•  Closing time adjustment steady and reliable.
•  2 years warranty.

Application field:
• For internal door. 
• For single action door
• Non-handed for mounting on door or on frame (right or left opening)
• For fi re resistance door and smoke proof door
• For every type of door set material (wood, aluminium, steel, etc.)
• Door width max. 950 mm
• Door weight max. 80 kg.

Technical drawings available in the instruction manual



EN 1154

7-32

IS60

Door closers
DESIGN

Can be fitted to all types of doors, up to 100 kg in weight and 1100 mm in width.

Adjustment: closing speed, relocking or silent closing.

TECHNICAL SPECIFICATIONS  

Force 2/3/4
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 -
Valve 4 -
Force adjustment By positionning
Compliance EN1154 3 | 8 | 4/3 | 1 | 1 | 3 |
Compliance EN1634 Suitable for fire resistance door, flame proof door
Opening angle 180° (force 2 and 3 only)
Safety valve -
Type of arm Standard arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 228 x 69 x 51 (mm)
Product weight 1,55 kg

IS60 STANDARD ARM

IS60 force EN 2/3/4 - finish: silver 372100003 1 - 1
IS60 force EN 2/3/4 - finish: white RAL9016 372100004 1 - 1
IS60 force EN 2/3/4 - finish: back RAL9005 372100005 1 - 1

IS60 HOLD OPEN ARM

IS60 force EN 2/3/4 - finish: silver 372101003 1 - 1
IS60 force EN 2/3/4 - finish: white RAL9016 372101004 1 - 1
IS60 force EN 2/3/4 - finish: black RAL9005 372101005 1 - 1

Door closers
DESIGN

Colours:

Silver

White

Black  
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IS60

Door closers
DESIGN

Versions/accessories:
• Standard colours: silver, white and black.
• Version with standard arm and hold open arm.
• Accessories:
   - Mounting plate.

Features:
• Full cover with new design ISEO protecting every adjustment valves.
• Concealed fixing.
• Low resistance during door opening.
• Closing time adjustment steady and reliable.
• 2 years warranty.

Application field:
• For internal door. 
• For single action door
• Non-handed for mounting on door or on frame (right or left opening)
• For fire resistance door and smoke proof door
• For every type of door set material (wood, aluminium, steel, etc.)
• Door width max. 1100 mm
• Door weight max. 100 kg.

Technical drawings available in the instruction manual
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Door closers
ENTRY

Colours:

Silver

White

Black
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Can be fitted to all types of doors, up to 80 kg in weight and 950 mm in width.

Adjustment: closing speed, relocking or silent closing.

TECHNICAL SPECIFICATIONS  

Force 2/3
Valve 1 Thermo-constant closing speed
Valve 2 Relocking
Valve 3 -
Valve 4 -
Force adjustment By positionning
Compliance UL listed Suitable for fire resistance door, flame proof door (outside Europe)
Opening angle 180° 
Safety valve -
Type of arm Standard arm
Condition for the use Operational safety and comfort from -15°C to +40°C
Dimensions 205 x 53 x 46 (mm)
Product weight 1,33 kg

IS20 STANDARD ARM

IS20 force EN 2/3 - finish: silver 371100003 1 - 1
IS20 force EN 2/3 - finish: white RAL9016 371100004 1 - 1
IS20 force EN 2/3 - finish: black RAL9005 371100005 1 - 1

IS20 HOLD OPEN ARM

IS20 force EN 2/3 - finish: silver 371101003 1 - 1
IS20 force EN 2/3 - finish: white RAL9016 371101004 1 - 1
IS20 force EN 2/3 - finish: black RAL9005 371101005 1 - 1
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Door closers
ENTRY

Versions/accessories:
• Standard colours: silver, white and black.
• Version with standard arm and hold open arm.

Features:
• Softness opening thanks to arm moving.
• Closing time adjustment steady and reliable.
• 2 years warranty.

Application field:
• For internal doors. 
• For single action door
• Non-handed for mounting on door or on frame (right or left opening)
• For fire resistance door and smoke proof door
• For every type of door set (wood, aluminium, steel etc.)
• Door width max. 950 mm
• Door weight max. 80 kg.

Technical drawings available in the instruction manual
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Door closers
Accessories
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Accessories

Accessories for sliding arm

Cushioned limit stay: CLS 370032000 1 - 1

Adjustable hold open device: HOD 370031000 1 - 1

1 - 1

Accessories for standard arm

Parallel arm bracket (PAB) for IS310 and IS110 - finish: silver 370020003 1 - 1

Parallel arm bracket (PAB) for IS310 and IS110 - finish: white 370020004 1 - 1

Parallel arm bracket (PAB) for IS310 and IS110 - finish: black 370020005 1 - 1

Mounting plate

Mounting plate for IS315-IS310-IS115 - finish: silver 376010003 1 - 1

Mounting plate for IS110-IS65 - finish: silver 374010003 1 - 1

Mounting plate for IS60 - finish: silver 372010003 1 - 1





Iseo Serrature s.p.a.
Via San Girolamo, 13
25055 Pisogne BS, Italy
Tel. +39 0364 8821
Fax +39 0364 882263
iseo@iseo.com

iseo.com
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